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‘Permanent Toilets/Toilettes permanents/
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Part No.
N° de piece

Articulo No.

Mechanism Repair Package/Ensemble de réparation du mécanisme 08368
Paquete para reparar el mecanismo

nstructions

For Aqua-Magic Galaxy & Starlites hnilt atter March, 1985 {see
mechanism face - slamped “Rev. 857), use Seal No. 33035, All olher
Agyua-Magics use Seai No. 336803,

1. Desassemble mechansm

2. Remove and discard ali seals. (Cavior. All give, olc . st
be removed from slotin base wiiere ofd perimeier seal was o
new seal will not function property. Do nol gouge or mar
sealing surface )

3. Replace afl seals. {(Note: Seals install more easily if wetted Do
not wet perimeter seal)

4. Remove profective paper coaling {rom perimeter seal, Place
seal in base slot with adhesive  side of seal towards base.
Be sure that seal joint is firmly butied logether and ihat joint
is as shown.

Birectives

Pour Agua-Magic Galaxy et Starlites fahrigués aprés mars 1485 (vair
avant du mécanisme ~ marque «rév, 8-}, wtiliser e joint 4'stanchéite
° 33035, Pourfoates les aulres Aqua-Magics, ulilisec ke joint d'étanchéilé
ne 33003.

1. Démonter le mécanisme.

2. Retirer et jeter tous les joints d'gtanchéité. (Mise en garde : la
colle, efc., doit étre entevée de la rainure de fa base oi Fancien
joint de périmétre se frouvait ou le nouveau joint d’étanchéité
ae fonctionnera pas de fagon adéguate. Ne pas marquer ou
gacher la surface d’élanchéité)

3. Rempiacer tous les joints d'étanchéité. (Nota - les joints
d'étanchéité s'installent plus facitement §'ils ont été mouiliés.
Ne pas mouiller ie joint de périmétre)

4. Retirerle revéternent en papier protecteur du foint de périmétre.
Placer le joint d’8tanchéité dans la rainure de 1a base, le cfté
adhésif tourné vers la base. S'assurer que le joint &'étanchéité
estfermement confiné et qu'il correspend & ce gui est démontré.

instrizcciones

Para los inodoros Galaxy y Startite de Aqua Magic fabricados despizés

demarzode 1985 {leafa inscripcion enla cara delmecanismo - marcada

con“Rev. 857, use el selta No. 33035, Todeslos demas inedores Agua

Magic usan el setlo No. 33003,

1. Desensamble el mecanismo.

2. Saque y deseche todos los sellos. {Advertencia: Se debe
efiminar todo resto de pegamento, slc., delaranura enla base
que ocupaba el sello viejo del perimetio, ya que de no hacerlo,
el seilo nueve no funcionard debidamente. No marque ni dafe
fa superficie de sellado.)

3. Reponga todos los sellos. {Nota: Los sellos se instalan con
mayor facilidad si estan mojados. No moje el selio del
perimetro.)

4. Refire fa cubierta protestora de papet del selfo del perimetro.
Coloque ¢f selio en fa ranura de 1a base con ¢l fado adhesive
mirando a fa misma. Verifique que 1a union del sello esté bien
colocada entre [as piezas y que se vea lal como se flustra.

Hopper Seal (New)

Jaint & réngis
(nouveau) Hopper Seal {D1d)

Selio de {a wiva {nuevo) Joint & lrémis {ancien)

Seflo de la tulva (viejo}

3\3’ Screw (18}
¥ Vis (18)
W H+—— Tornilfos {18)

e 57 GOVET
Couvercle,
Cuabierta

@ §4 ________________________ ... Lip Sealf Joint & evre/
_:"":/ Sello con retiosrde

~—— Perimeter Seal
Joinl de périmefre/
Sehio del perinietro

-~ ¢z Base fBasef
Base

*———— ----- - Flange Seal
v Joint évasé/Sello de brida

ir Nol included in this package.
KNon compris dans cet ensemble.
No vienen en este paquete.
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